
U.S. Department
of Transportation
Pipeline and
Hazardous Materials
Safety Administration

   
East Building, PHH-23

1200 New Jersey Avenue Southeast
Washington, D.C. 20590

   
COMPETENT AUTHORITY CERTIFICATION

FOR A TYPE B(U) 
RADIOACTIVE MATERIALS PACKAGE DESIGN

CERTIFICATE USA/0555/B(U)-96, REVISION 5

REVALIDATION OF ARGENTINIAN COMPETENT AUTHORITY
CERTIFICATE RA/00074/B(U)-96

This certifies that the radioactive material package design described is
hereby approved for use within the United States for import and export
shipments only. Shipments must be made in accordance with the applicable
regulations of the International Atomic Energy Agency¹ and the United States
of America².

		¹ "Regulations for the Safe Transport of Radioactive Material, 1996
Edition (Revised), No. TS-R-1 (ST-1, Revised)," published by the
International Atomic Energy Agency(IAEA), Vienna, Austria.

		² Title 49, Code of Federal Regulations, Parts 100-199, United States of
America.

1. Package Identification - CONTRAS, Serial Numbers: 01,02,03 and 04.

2. Package Description and Authorized Radioactive Contents - as described
in Argentine Certificate of Competent Authority RA/00074/B(U)-96,
Revision 7 (attached).

3. General Conditions -

a. Each user of this certificate must have in his possession a copy
of this certificate and all documents necessary to properly
prepare the package for transportation. The user shall prepare
the package for shipment in accordance with the documentation
and applicable regulations.

b. Each user of this certificate, other than the original
petitioner, shall register his identity in writing to the Office
of Hazardous Materials Technology, (PHH-23), Pipeline and
Hazardous Materials Safety Administration, U.S. Department of
Transportation, Washington D.C. 20590-0001.

c. This certificate does not relieve any consignor or carrier from
compliance with any requirement of the Government of any country
through or into which the package is to be transported.
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CERTIFICATE USA/0555/B(U)-96, REVISION 5

d. Records of Quality Assurance activities required by Paragraph
310 of the IAEA regulations¹ shall be maintained and made
available to the authorized officials for at least three years
after the last shipment authorized by this certificate.
Consignors in the United States exporting shipments under this
certificate shall satisfy the applicable requirements of Subpart
H of 10 CFR 71.

4. Marking and Labeling - The package shall bear the marking
USA/0555/B(U)-96 in addition to other required markings and labeling.

5. Expiration Date - This certificate expires on December 01, 2021.

This certificate is issued in accordance with paragraph 808 of the IAEA
Regulations and Section 173.473 of Title 49 of the Code of Federal
Regulations, in response to the February 03, 2017 petition by Edlow
International Company, Washington, DC, and in consideration of other
information on file in this Office.

Certified By:

Feb 21 2017
William Schoonover
Acting Associate Administrator for Hazardous Materials Safety

		(DATE)

Revision 5 - Issued to revalidate Argentina Certificate of Competent
Authority RA/0074/B(U)-96, Revision 7, and to extend the
expiration date.



ARN No 3500/16 
 
The Nuclear Regulatory Authority (Autoridad Regulatoria Nuclear)    
Under The Authority of the National President's Office 
 

COMPETENT AUTHORITY'S APPROVAL CERTIFICATE  
FOR THE DESIGN OF THE B(U)-TYPE PACKAGE MODEL CONTRAS 

 RA/0074/B(U)-96 (Revision 7) 
 
It is hereby certified that the model CONTRAS, described in the next paragraphs, complies with 
the regulatory requirements related to B(U)-Type Packages as set forth by AR 10.16.1 Standard, 
"Transportation of Radioactive Materials", Revision 3(1) issued by the Nuclear Regulatory 
Authority of the Republic of Argentina, for their being transported by sea, land, and air. 
 
1. COMPETENT AUTHORITY'S IDENTIFICATION MARK: RA/0074/B(U)-96  
 
2. CERTIFICATE EFFECTIVENESS: from December 2, 2016 to December 1, 2021 
 
3. PACKAGE IDENTIFICATION: 
 Model: CONTRAS. Series Numbers:  01, 02, 03, and 04 
 
4. PACKAGING DESCRIPTION:  
The packaging consists of a main body and a protecting covering. The main body is made in 
sleeved lead, within an AISI 304 steel structure. Inside, it has two circular channels with a 
steel/lead cover. The source- holder and the source itself are fitted in one of the channels and a 
lead shield is fitted in the other channel. The protecting covering is made in AISI 304 0.6 mm-
thick   steel, with a Fiberfrax 25 mm-thick insulation.  Its approximate external dimensions are as 
follows: 1.040 m x 1.040 m side and 1.167 m high. The gross mass is of 2,300 kg. See graph 
attached hereto, in Annex 1. 
 
5. AUTHORIZED RADIOACTIVE CONTENTS: 
The package design is authorized for transporting up to 555 TBq of cobalt 60 in sealed capsules 
as radioactive material in special form, approved under AR 10.16.1 Standard.  
 
6. SHIPPING, TRANSPORTATION, AND MAINTENANCE CONDITIONS 
The package should be inspected and maintained according to the Inspection and Maintenance 
Manual for CONTRAS Model Package, DOC. No. 0756-2010-3MOMC-003-C, and pursuant to 
AR 10.16.1 Standard.  
 
The package should be prepared for its being transported according to the Operation Manual for 
CONTRAS Model Package, DOC. No. 0756- 2010-3MOMC-002-D, and pursuant to AR 10.16.1 
Standard.  
 
The sender should give the Nuclear Regulatory Authority notice of any event or accident that 
might take place throughout the transportation. 
 
Each package shall bear two labels of the appropriate category and shall be marked-up in a 
legible and permanent way with the pertinent marks, including the "RA/0074/B(U)-96" 

                                                           
(1) “Regulations for the Safe Transport of Radioactive Materials”, 2012 Edition, Specific Safety 
Requirements No. SSR-6, issued by the International Atomic Energy Agency (IAEA). 



identification mark, on its external surface. 
 
The sender should furnish the carrier with the special instructions to follow. The carrier shall be 
appropriately acquainted with the instructions to follow in emergency cases, and shall have 
Intervention file No. 127, as set forth in the applicable regulations, on board its vehicle. Land 
vehicles should bear the labels set forth in AR 10.16.1 Standard, "Transportation of Radioactive 
Materials", Revision 3, issued by the Nuclear Regulatory Authority. 

 
7. MANAGEMENT SYSTEM 
 
The package design and the packaging manufacture have been performed according to "INVAP 
S.E.'S Quality Management Manual" and other pertinent documentation. 
 
8. This certificate does not exempt either the sender or the carrier from complying with any 
requirement set forth by the Government of any country from, through, or to which the package 
may be transported. 
 
9. This certificate is issued bearing in mind AR 10.16.1 Standard, "Transportation of Radioactive 
Materials", Revision 3, and as requested by INVAP S.E.  
 
NOTE: Revision 7 modifies revision 6 as far as issue and expiration dates, and compliance 
with the new revision of the applicable standards, are concerned. 
Revision 6 modifies revision 5 as far as issue and expiration dates, and compliance with the new 
revision of the applicable standards are concerned.  
 
 
 
 
 
 
 
CERTIFIED BY:  SIGNATURE AND NAME: Néstor Alejandro Masriera, Engineer. Chairman 
to the Board of Directors.                    
 
DATE: June 13, 2016. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Call System of Intervention in Radiological Emergencies 

 (Sky Tel) TEL. 4597-9000 mentioning PIN number 1110886 

NUCLEAR REGULATORY AUTHORITY (AUTORIDAD REGULATORIA NUCLEAR (ARN)). 
Av. Del Libertador 8250 -  (1429) -  Buenos Aires - Republic of Argentina. 

TEL.: (54 11) 6323-1722/1708. FAX: (54 11) 6323-1771/1798 
 



ANNEX 1 

 
 

 
 

SIDE VIEW FIGURE 5     
 
11.  FITTING FLANGE (STAINLESS STEEL) 
 
3. SHIELDED COVERS (STAINLESS STEEL/LEAD) 
 
2.  PROTECTIVE COVERING (STAINLESS STEEL / “FIBERFRAX” THERMAL 
INSULATION) 
 
1. MAIN BODY (STAINLESS STEEL / LEAD / CARBON STEEL BASE) 
 
INVAP S.E. 










